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Mine Clearing Line Charge…

When you pull your MICLIC behind a
tracked vehicle, tie the brake hoses to the trail-
er frame to keep them from dragging or getting
torn off. You’ll need the hoses to work the
brakes when you pull the MICLIC behind a
truck. When you use a truck, hook up the hoses,
then tie up the hoses so they don’t hang down. 

Also tie off the electrical cables that go to
the vehicle towing the MICLIC. The cables
shouldn't drag the ground where they can
catch on something and be ripped out. But
you also should leave enough slack in the
cables so that when the vehicle makes a sharp
turn the cables won't be ripped loose. You may
need to experiment with how much slack to
leave in the cables and where the best places
are to tie off the cables on the top of the truck
or track. It's worth the trouble. The cables are
expensive.

Keep brake hoses connected to keep dust
and moisture out of the air brake system.
When the MICLIC is just sitting, trailer brake
hoses should be stored in the MICLIC trailer.

Because the MICLIC has both tires and
track, it requires even more attention than the
average vehicle. Rough country can quickly
cause a wheel misalignment and before you
know it a tire or track is ruined. Each track
costs several thousand dollars. 

The difference

between your MICLIC

being on the road again

or sitting broken down

along the road can be

as simple as heeding

this traveling advice. 

Tie off
cables to
vehicle,
too

Tie off truck hoses to frame Hey, these bumps

have thrown my

wheels out of

whack. I need

aligning NOW!

I wish my

crew had paid

attention to

this travel

pm.

c’mon

back!
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Before leaving the motor pool, check
all 8 tires for gouges or bad wear, espe-
cially along the insides of the tires. Look
at the track teeth for uneven wear. Check
that the teeth are centered between the
tires. If you spot problems, tell your
mechanic. He can align the track with the
procedure beginning on Page 4-38 in TM
9-2330-389-14&P.

The tire listed as Item 23 in Fig 5 in the
-14&P is no longer available. Instead,
order tire, NSN 2610-00-142-5389, and
inner tube, NSN 2610-00-269-7373. 

If you're traveling through heavy mud,
clean between the tracks and tires at
every stop. If too much mud gets packed
between the track and tires, the track will
come off. It's no easy job to get the track
back on in the field.

Use the truck or APC pioneer tools to clean out the mud. Scrape out the mud,
move the MICLIC forward and scrape out the rest.

Make gradual turns and avoid dips.
Turns that are too sharp let the back
of the truck or track shear cables.
Steep dips have the same result. If
you can't avoid dips, take them slow.

M113A3
In case you haven't heard, you

need a tow pintle extension, NSN
2540-01-458-4846, if you tow the
MICLIC with a M113A3. Without
the extension, the M113A3 bangs the
heck out of the trailer and eventually
the trailer has to be replaced. You
don't need the extension with the
other versions of the M113.

take it easy
with those

turns! you

just sheared

my cables!!

Check tires and
teeth for wear.
Teeth centered?

Clean it ,move it,
and clean again

Remember, any

time the MICLIC
goes through

deep mud or

water the wheel

bearing lube is

washed out. 

Without lube,

the bearings will

seize. Lube them

ASAP. The lube

chart is in Chapter

3 of TM 9-2320-

389-14&P. 


